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Product overview

Battery modul Unit

BM3612.02 1 piece

Lead battery
12V 3,2 Ah 10 pieces
12V 7 Ah 5 pieces

12V 12 Ah 4 pieces

Lead battery set

12 V 12 Ah

’ Deviating voltages/capacities on request
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Battery modul BM3612.02

Technical data

« Weight: approx. 11kg

« Permissible temperature:
-15...+40°C

« Dimensions (max) : 360 x 161 x
134mm

Output data

« Rated voltage: 36 VDC

« Connection technology: 50A
High current battery connector,
genderless

Scope of delivery

« 1x Battery modul BM3612.02

« 1x Connection cabel to the
Loxone Power Supply &
Backup (1m)

« 1x Replacement flat fuse
(58V/30A) for mounting in the
fuse holder

Related links
BM3612.02

Price on request

Product desription

The BM3612.02 battery module consists of a
high-quality, powder-coated sheet steel housing,
which is optically refined by screen printing.
Connection has never been easier - a high-
current battery connector, compatible e.g. with the
Anderson SBS50, ensures a safe and reliable
connection, simple plugging and unplugging and
maximum compatibility. The scope of delivery
also includes a pre-assembled 1 m cable for
connection to the uninterruptible power supply
Loxone Power Supply & Backup - for you, this
means plug-and-play.

Several modules can be connected in parallel
using a separately available Y-connector. This
has the advantage that the capacity adds up and
your application can be supplied for even longer
in the event of a power failure!

Product desription
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Lead batteryl2 V 3,2 Ah

« Weight: 1,3kg

« Dimensions: 134,5x 60 x 68 mm

« Connection technology: T1
Faston 4,8mm

« Single unit testing and electrical
charge control in Austria

« long-life: 5 years (floating
design life @25°C)

« guaranteed maintenance-free

« worldwide application through
international certifications (CE,
UL, TLC, SGS,
1ISO14001:2015,
1ISO9001:2015,
OHSAS18001:2007 etc.)

Lead battery 12V 3,2Ah

Price on request

The PS3.2-12 lead battery offers a constant
voltage of 12V and a capacity of 3200mAh. A
standard T1-A plug can be used for connection to
a consumer. The service life is 5 years. The
sealed case provides extra protection and
ensures exceptional robustness. For details,
please refer to the enclosed product data sheet.
In addition, the battery has all the usual
commercial certifications, making it ideal for any
conceivable UPS application anywhere in the
world. This product is the industry standard for
well-known UPS manufacturers and offers a wide
range of applications: UPS system, solar system,
wind turbine system, security system,
telecommunication system etc.
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Lead battery 12V 7 Ah

« Weight: 2,0kg

« Dimensions: 151x 65 x 95 mm

« Connection technology: T1
Faston 4,8mm

« Special features

- Individual testing and electrical
charge control in Austria

 long-life: 5 years (floating
design life @25°C)

« guaranteed maintenance-free

« worldwide application through
international certifications (CE,
UL, TLC, SGS,
1ISO14001:2015,
1SO9001:2015,
OHSAS18001:2007 etc.)

Lead battery 12V 7Ah

Price on request

The PS7-12 lead battery offers a constant voltage
of 12V and a capacity of 7000mAh. A standard T1
plug can be used for connection to a consumer.
The service life is 5 years. The sealed case
provides extra protection and ensures exceptional
robustness. For details, please refer to the
enclosed product data sheet. In addition, the
battery has all the usual commercial certifications,
making it ideal for any conceivable UPS
application anywhere in the world. This product is
the industry standard for well-known UPS
manufacturers and offers a wide range of
applications: UPS system, solar system, wind
turbine system, security system,
telecommunication system, etc.
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Lead batteryl2 V 12 Ah

« Weight: 3,2kg

« Dimensions: 151x 95 x 101 mm

« Connection technology: T2
Faston 6,4mm

« Single unit testing and electrical
charge control in Austria

« long-life: 5 years (floating
design life @25°C)

« guaranteed maintenance-free

« worldwide application through
international certifications (CE,
UL, TLC, SGS,

1ISO14001:2015,
1ISO9001:2015,
OHSAS18001:2007 etc.)

Lead battery 12V 12Ah

Price on request

The PS12-12 lead battery offers a constant
voltage of 12V and a capacity of 12000mAh. A
standard T2 plug can be used for connection to a
consumer. The service life is 5 years. The sealed
case provides extra protection and ensures
exceptional robustness. For details, please refer
to the enclosed product data sheet. In addition,
the battery has all the usual commercial
certifications, making it ideal for any conceivable
UPS application anywhere in the world. This
product is the industry standard for well-known
UPS manufacturers and offers a wide range of
applications: UPS system, solar system, wind
turbine system, security system,
telecommunication system etc.
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Lead battery set KS3612.01

» Pre-assembled cable set:

« 2x 4mm?2 battery connector
(white) with T2 plug

« 1x 4mm?2 negative cable (white)
with T2 connector and WAGO
connection terminal

« 1x 4mm? plus cable (red) with
T2 plug and WAGO connecting
terminal (with integrated fuse
holder and flat fuse 58V/30A)

« 1x spare flat fuse (58V/30A) for
mounting in the fuse holder

« 3 maintenance-free lead
batteries 12V/12Ah

« Operating instructions

With this product, 3 x 12V 12Ah lead batteries
and the matching cable set are supplied. To use
this set for the uninterruptible power supply
Loxone Power Supply & Backup, the batteries
must be connected in series.

This product is also the ideal complement to the
Loxone Power Supply & Backup uninterruptible
power supply and can be flexibly positioned in the
control cabinet.

Lead battery set KS3612.01

Price on request @
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